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ITEM QTY. PART NUMBER PART NAME MATERIAL;DESCRIPTION
1 1 041QLUS02201
2 1 041QLUS02202
3 4 041QLUS06066_
4 4 041QLUS08213
5 4 RAMP

Lifting Scissor 1(HF)
Lifting Scissor 2(HF)
Slide FL 3x12x45
Arm Stopper
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Power Supply: 1PH 208/240VAC, 60Hz, +PE
Fuse: 20amp, slow blow
Cable diameter: 5 x 2.5m
Cable length: approx. 2m (depends on installation)

This plan indicates the minimum foundational requirements 
for surface mounting the lift. The ground quality under the
foundation lies outside of Nussbaum's responsibilities.
Consult an architect if necessary.

Minimum pad 
height: 8.13"
       (206.4mm)Minimum

platform
height:
4.78"
(121.5mm)

- 37.6"
 - [956]

Minimum concrete quality: C20/25 (3500psi and 4" under the lift)

Driving Direction
(Front Engine)

Driving Direction
(Rear Engine)

Flexible hose ran 
underground to power 
unit. Customer provides conduit.

The width of the pit is up
to the discretion of the 
lift owner.The platforms 
should be mounted parallel
to the pit walls, with each
equidistant from the edge 
of the pit.
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